Going with the Grain
Biophilic Design and the Benefits
of Timber-look Aluminium Cladding

Introduction

A Modern, Sustainable Wood Alternative

The architectural framework of Biophilic design has seen
increasing popularity with architects and designers
worldwide, in such projects as One Central Park in Sydney
and The Eden Project in Cornwall.

Stylish and solid interlocking aluminum wood alternative
panels, designed to make a statement; Stryüm offers
Architects the ability to deliver a timeless and inspired
vision, one that contributes both functionally and
aesthetically.

Biophilic design weaves the patterns and forms of nature
into the built environment to strengthen the humannature connection; with Architects incorporating nature
into a space with the want to positively impact people’s
mood and at times their health with the design technique
used in hospitals, schools, and office spaces.
There are many ways to incorporate biophilic design into
a space, but wood is a simple and versatile option. Wood
evokes nature and just the presence of wood has biophilic
features. Natural wood grains are shown to stimulate the
parasympathetic system and calm you, minimising stress
and promoting focus.
With the move towards WOOD IS GOOD in this built
environment, Fairview saw the need for a noncombustible, wood alternative product which offers a
level of unmatched durability.

Offering an extensive choice of powder coated, anodised
and woodgrain finishes; with a range of woodgrains
exclusive to Fairview that use the unique and innovative
ezy HD2 powder on powder process; guaranteeing a
durable woodgrain finish, unlike the sublimation option
seen in market resulting in greater colour depth,
integrity and durability.
Stryüm is non-combustible in accordance with C1.9e(v), and
as tested to AS1530.3 and AS1530.1. The system has also
been tested to AS4284, ensuring your project will remain
weather resistant for years to come, thus being one of the
highest performing, quality products in the market.

Designing with Stryüm — Intelligent Aluminium Facades
Stryüm is Australia’s premier interlocking solid
aluminium panels. Built to endure and styled to inspire.
About Stryüm
Offering the largest range of inspiring interlocking
boards in the marketplace, utilising Stryüm on your
next project will deliver design flexibility. Stryüm can be
installed either horizontally or vertically when specified
for a truly modern and versatile exterior cladding option.
Using only premium raw materials and finish options,
Stryum achieves an unprecedented level of quality,
reliability and longevity. It is 100% Australian owned and
manufactured. Providing maximum fire performance,
non-combustible and tested to AS1530.1 and AS1530.3.
The ventilated rainscreen façade is available in three
distinct profiles: Shadow, Seam and Step; Allowing for
simple concealed fixing and express installation perfect
for A, B and C developments, meeting the demands of
every sector where deemed non-combustible materials
are required.
Available in an large range of colours, textures and
contemporary finish options as well as the availability
of both standard and custom lengths. The Stryüm range
delivers limitless aesthetic options for use in applications
of any scale or in any environment. The express
installation system reduces time taken in installation
while increasing cost efficiencies. Stryüm offers a 15year warranty (subject to terms and conditions), national
delivery, support and technical expertise.

Key Features
Quality runs through every element of the Stryüm
product range - from aesthetics and the rainscreen
façade installation system, through to reliability and
product longevity. Committed to sustainability, it is 100%
recyclable offering an eco-friendly building solution.
All Stryüm profiles are made of solid aluminium
extruded to form the interlocking panels. The 2019 BCA
A1 C1.9e (v) sets out the use of pre-finished cladding for
which Stryüm is compliant having been fully tested as
required to AS1530.1 and AS1530.3.
PRODUCT

STRYÜM

Product DNA

Prefinished solid aluminium panel

Finish

Unlimited powder coat finishes, innovative
textured woodgrain finishes and authentic
anodised finishes.

Fixing System

Interlocking panles with concealed fixings
for express installation.

Application

Type A, B and C constructions where noncombustible materials are required, such
as mixed use developments, residential
construction and large-scale government
infrastructure projects like hospitals.

Warranty

15-year warranty, subject to standard
terms and condictions.

Panel Information
The typical composition of Stryüm incorporates two
elements – extruded solid aluminium and applied finish.
In comparison to cassette style ACPs, this interlocking
façade system requires minimal fabrication, resulting
in lower installation costs and increased efficiency.
Offered in five different profiles, each providing a distinct
aesthetic appearance, the Stryüm range is available in
various lengths, custom profiles where required.

Coating Benefits

Stryüm’s Unique Fixing System

DFV Australia is a privately owned Australian company
in partnership with DFV International. DFV is an Italian
company with a leading position in Europe and South
America. in wood-effect decorative finishing using
powder on powder ezy HD2 technology.

Stryüm interlocking aluminium façade panels have been
designed by a team of innovative product managers.

DFV’s ezy HD² wood effect coating gives maximum
definition and durability using the advanced powder on
powder coating system. This system is unique to the
Australian market and produces a finish with a realistic
look and feel, as well as superior external performance.
• ezy HD² is the only wood effect coating in Australia
that can offer a 15-year colour and 25-year film
integrity warranty for both the base coat and the grain
coat. ezy HD2 is the only wood effect coating certified
with the Interpon 25 year Gold Global D2525 Warranty.
• The use of Super Durable powder in both the base
and grain coats in the ezy HD2 coating process meets
AAMA2604 requirements and guarantees excellent
resistance to UV radiation and extreme weather
conditions and is suitable for coastal and tropical
environments.
• The powder on powder process is more durable and
less subject to differential fading in comparison to
alternative wood effect products offered in Australia
using the sublimation process.
• ezy HD2 coatings have been independently tested
in accordance with AS/NZS 1530.3 – 1999 Part 3 to
determine suitability for aluminium cladding systems.
The test sample achieved a zero result on Spread of
Flame and Heat Evolved Indexes.
• The ezy HD² range is composed of 12 standard colours
and 3 woodgrain patterns. In addition to Fairview’s
exclusive Stryum range of woodgrain finishes, the
available woodgrain finishes are Oak, Ash and Cedar.
Oak – realistic woodgrain pattern including knots; Ash
– woodgrain featuring lines with no knots and Cedar –
wave style grain pattern.

Applying the rainscreen principle, the Stryüm system is
installed over a weatherproof substructure with air flow,
drainage, and ventilation occurring beneath the façade.
Stryüm’s panels employ a simple tab-and-hook
mechanism that allows each panel to interlock with
pre-loaded strength. Stryüm panels then overlap one
another, concealing all fixtures and implementing a
more modern and dynamic aesthetic.
The Stryüm system has been designed to eliminate the
need for external sealants, making installation faster
while reducing labour and material costs.
The Stryüm system also incorporates a speciallydesigned selection of trims, allowing every architectural
detail to be met with an effective and aestheticallypleasing solution.

Which WOOD you choose?

Perth Stadium Project News

For many people, Australia’s harsh weather conditions
that are a natural part of the climate make choosing
a low maintenance timber alternative a much more
attractive and cost-effective option for their projects.

Stryum, our Australian-made, non-combustible façade
system, was chosen to provide a unique and customised
finish to the 60,000 seat Perth Stadium development.
The innovative façade for this world-class sporting
venue was designed by WESTADIUM, a consortium of
three architectural teams: HASSELL, Cox Architecture
and HKS Sport + Entertainment.

As aesthetically pleasing as timber may be, a wood
alternative such as Stryüm with wood grain coating,
offers greater durability and flexibility, making it the
perfect design alternative to timber.
In Australia’s notoriously harsh weather, solid
aluminium alternatives such as Stryüm, take the hassle
out of ensuring your project can endure the heat, the
cold, the wet and the dry.
WOOD

STRYÜM

Strong Material
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Electrical and Heat Resistance
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Weatherproof and Thermal
Movement Resistance
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Low Maintenance
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Quick and Easy Installation
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Individual and Easy Match
Options
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Beauty that lasts
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The stadium features over 16,000m2 of Stryum in 6
different anodized colours: 5 variations of bronze and 1 of
red. In total, 200 tonnes of local aluminium cladding were
manufactured for the project of which 20% was perforated
and 80% was solid. There were also an impressive 15
custom extruded profiles used on the façade.

In Australia’s
notoriously harsh
weather, composite
alternatives such
as Stryüm, take
the hassle out
of ensuring your
project can endure
the heat, the cold,
the wet and the dry.

Fairview
Fairview specialises in the design, manufacture and
distribution of a suite of quality façade solutions
throughout Australia, North America and the United
Kingdom. With almost 30 years’ experience in the façade
industry, Fairview is dedicated to consistently facilitating
the successful delivery of innovative facades that meet
the requirements and vision of each project.
With one of the largest stock holds in Australia, Fairview
have the ability to ensure a consistent and timely supply
to our dedicated installer network. The company’s
flexible and innovative approach allows us to work
closely with our clients to deliver the best possible
project outcomes.

Weatherproof & Compliant
Fairview supply cladding products that demonstrate
proven performance, energy efficiency and minimal
maintenance – products that are built for the future.
Importantly, Fairview cladding products meet the
requirements of AS/NZS 4284:2008 with test results
demonstrating industry-leading performance. Test
results are readily available for analysis of both
serviceable and ultimate wind load pressures.
Under independent testing in NATA-approved testing
laboratories, Fairview products, namely Stryüm,
Vitracore G2 and Vitradual, exceeded the minimum
testing requirements and outperformed its key
competitors. Waterproof testing, which measures the
cladding system’s ability to prevent leakages under
skyscraper-high wind pressures, proved that Fairview
products performed above and beyond the 2.5kPA
performance target set out in Verification Method FV1.1
of the NCC.
Fairview’s innovations and solutions teams have
delivered solutions that significantly exceed building
code requirements giving project stakeholders peace
of mind. Fairview products are also rigorously tested to
meet fire performance requirements, with exceptional
durability, longevity, and sustainability values.
Available in a range of profiles and customisable
options, Fairview cladding combines its reliable and
proven performance with limitless design flexibility to
deliver modern sustainable cladding solutions ideal for
Australian buildings.

Wood evokes nature and just the presence of wood
has biophilic features. Natural wood grains are shown
to stimulate the parasympathetic system and calm
you, minimising stress and promoting focus.
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